
M800
MONITOR PAZIENTE PALMARE

Monitora i seguenti parametri:

SpO2, Pulsazione PR (standard), SpO2 Nellcor (opzionale), ECG, RR 

(opzionale)

Portatile, facile da trasportare

Display a colori 2.4" con funzione auto-rotazione

Diversi layout programmabili, inclusi caratteri e forme d'onda  

Doppia modalita' operativa: monitoraggio continuo & spot check 

Allarmi visivi e sonori regolabili

Grande capacita' di memoria, fino a 300 set di dati per ogni ID paziente

Funziona con 3 batterie AA o con batterie ricaricabili e base di carica 

(opzionale)

Funzione di spegnimento automatico per il risparmio energetico 

Utilizzabile in ospedali, cliniche o per cure domiciliari

Facile da trasportareDiverse modalita' opzionali Facile da utilizzare



M800
Handheld Patient Monitor

Mainframe weight: <400g (full configuration, 
including the batteries)
Mainframe size: 58.5mm(W)×123mm(H)×28mm(D)

Temperature: Operating: 5℃ to +40℃
      Storage: -20℃ to +55℃

Atmospheric: Operating: 700hPa to 1060hPa
pressure        Storage: 500hPa to 1060hPa

Humidity: Operating: 15% to 85%(non condensing)
Storage: 10% to 93%(non condensing)

Measurement range: 0~100%
Resolution: 1%
Accuracy: 70~100%：± 2%

0% to 69%: unspecified
Refreshing rate: <13 seconds
Pitch Tone: with

Measurement range : 25 bpm ~250 bpm
Resolution: 1 bpm
Accuracy: ±1% or ±1 bpm, whichever is the greater
Refreshing rate: <13 seconds

Size: 2.4 inch 
Resolution: 320*240 pixels

Alarm indicating 1amp:(Yellow/Red)
Battery charging indicating lamp: 1（orange）

When charged, it lights orange.
When fully charged or not charged, it doesn’t light.

Displaying way: Trend tabular
Trend interval: 10 seconds to 30 minutes
Trend parameter: HR, SpO2
Trend data:
Spot-check: ID from 1 to 99, 300 groups per ID.
Continuous: ID is 0, 30000 groups can be stored.

AC-DC Adapter(Optinal): Input: 100～240VAC, 50/60Hz , 0.5A
Output: 5V, 1.5A

Battery Specification: 
Type: 1.5V, AA alkaline battery
Capacity: 2000mAh 
Quantity: 3
Run time: >14 hours
Shutdown delay: 10 min(After the first “low battery” alarm)

Measurement range: 0%~100%
Resolution: 1%
Accuracy: 70% ~100% : ±2% ~±3% 

0% to 69%: unspecified
Refreshing rate: 7 seconds
Pitch Tone: with

Lead type: Standard: 3-lead (RA, LA, LL or R, L, F)
Gain: 2.5mm/mV(×0.25), 5mm/mV(×0.5), 10mm/mV(×1)
Input impedance: ≥5.0MΩ
Input current: <0.1 uA
Baseline recovery: ≤ 3 s
ECG signal input range: -6.0mV to+6.0mV
CMRR: ≥90dB
Leakage Current: ＜10 uA
Frequency response: 0.5Hz - 40Hz
Standardizing signal: 1mV ± 5%
Defibrillator-proof
Electrode off indicating: with
HR range: 10 bpm ~300 bpm
HR Resolution: 1 bpm
HR Accuracy: ±1% or ±1 bpm, whichever is the greater

Measurement range: 20 bpm ~300 bpm
Resolution: 1 bpm
Accuracy: 20 bpm～250 bpm: ± 3 bpm

251 bpm～300 bpm: unspecified
Refreshing rate: 7 seconds

Nellcor SpO2 (Option)
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BLT SpO2

PR

ECG Specifications

PR

Standard Configuration: SpO2, PR, PI
Option: Nellcor SpO2, ECG, RR

N.O.R.I.S. Srl Unipersonale – Piazza Alpini d’Italia, 11 - 43015 PONTE TARO di NOCETO (PR) ITALY
Tel. +39 (0)521 615157 / 656915 – Fax +39 (0)521 616071
 www.noris-mdn.com  - E-mail: noris@noris-mdn.com

Sara
Placed Image




